
ARREL Audio Overview

The ARREL Audio EL-112 is an advanced 2-channel four bands equalizer developed to meet the demands of profes-
sional recording and mastering engineers. The EL-112 features 4 parametric bands. Special analog design techniques have 
been used for  precise control of the sound structure down to the minimum details.
The EL-112 is based on Livio Agentini’ s patented single-stage parallel filters. This innovative phase coherent EQ design 
offers the lowest distortion/noise specifications, not available on similar units on the market.
The EL-112 input section provides a continuous input level control in the -10/+10 dB range. A peak level detector circuit 
indicates when the output level is -6 dB with respect to the saturation level. The equalizer can be excluded by a true-bypass 
button.
The filtering section has 4 bands, LO, MID1, MID2, HI. For each band three rotary knobs controls the central frequency, the 
gain and the Q. 
The Emphasis/De-Emphasis is assisted by a three position switch (+ = Emphasis, off, - = De-Emphasis). In this way the full 
300 degrees range of the potentiometer is available for the emphasis/de-emphasis allowing a very accurate control of the 
equalization in the range 0/14 dB. The Q is controlled by a potentiometer.
The EL-112 is a 2U rack module equipped with the power supply and two equalizer modules.  Each module is completely 
independent and can be inspected separately. Chassis of the Elite  Series can be configured with different modules of the 
Elite Series (for example a unit composed by a mic-preamplifier and a single channel equalizer implement an advanced 
channel strip).
The EL-112 is an innovative and flexible equalizer, ready to take its place in any high profile recording, mastering broadcast 
and live activities
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ARREL Audio products, conceived for the professional user, combines high reliability, rugged design, audio quality, 
versatility and ease of use. They are perfect for recording every kind of music in all the situations where the maximum sound 
quality is needed especially for actual digital recording 24bit/192kHz environments where superior performance is required.
They are based on the use of the latest circuit topologies, characterized by very low distortion, ultra-low noise and very wide 
frequency response. ARREL Audio systems are designed and hand-assembled in Italy with minimum cabling to obtain the 
best mechanical performances and the minum degradation of the audio signal . 
ARREL audio devices are designed utilizing mostly through-hole tecnhnology which provides better performances when 
compared to surface mount technology. 
Moreover, no custom electronic components are used in ARREL Audio units.
Our aim is to transfer technology emerging from research in advanced innovative products.
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EL-112 AUDIO SPECIFICATIONS 
Number of Channels: 2 
Input Electronically balanced, Impedance > 10 KΩ  
Channel Gain Range: -10 to +10 dB  

Output Electronically balanced  
Output Impedance 100 Ω, (minimum external load 600Ω)  

Output Level Level +4dBu, Max +28 dBu 
Bandwidth  5 - 200.000 Hz -1dB, perfect square wave up to 20 KHz 
Distortion + Noise <0.005% ( typical 0.001 %) 

Filters 

LO Frequency Range 20-200 Hz  
MID1 Frequency Range: 100-1000 Hz  
MID2 Frequency Range: 500-5000 Hz  
HI Frequency Range: 2000-20000 Hz 
The filters are bell shaped 

Front Panel Controls 
Left/Right level POTs +10/-10dBu  
True-Bypass button with LED 
Power-On Switch  

Front Panel Equalizer Controls 
(for each channel) 

LO 20-200 Hz  
MID 1 100-1000 Hz  
MID 2 500-5000 Hz  
HI 2000-20000 Hz  
Emphasis/De-Emphasis switch (-, off, +)  
Emphasis/De-Emphasis continuous rotary knob, range 0/+14 dB for each 
band  
Q control continuous rotary knob 

Front Panel Indicators 

For each channel:  
1 x red LED (By-Pass)  
1 x red LED (Peak Meter)  
1 x red LED (De-Emphasis)  
1 x green LED (Emphasis)  

Rear Panel Line In Connectors  2 x Balanced XLR female  
Rear Panel Line- Output 
Connectors  2 x Balanced XLR male  

 

EL-112 Technical Speci�cations

ELITE SERIES MODULAR CABINET SPECIFICATION 
MECHANICAL SPECIFICATION 
Construction 19" 2U rack mount metal box 

Number of Modules The ELITE Series unit can be factory assembled with one or two ELITE 
Series modules 

Dimensions W 483 mm / 19”, H 88,90 mm/1.75” (1 RU), D 225 mm / 8.86” 
Weight 2.8 kg 
POWER SUPPLY 
Power Supply Linear Regulator (Toroidal Transformer) 
Operating Voltage  220V 50 Hz / 110V 60 Hz on request 110 V 
Power Consumption 20 W 
Rear Panel AC mains IEC C13 16 A connector, AC mains cord with IEC Schuko 16A 
Output ± 24 VDC 300 mA, 48 VDC 25 mA 
Power switch Front panel backlighted switch 
 The information contained in this document has been carefully checked and we believed is accurate at the time of publication.

In any case, we do not assume any responsibility for inaccuracies, errors or omissions nor any liability for any loss or damage resulting either  
directly or indirectly from use of the information contained in this manual.
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